
UNLEASH
PRECISION IN
SILENCE

SUPPRESSORS

AUSTRALIAN
CRAFTED

FOR ANY
CHALLENGE 

IN ANY FIELD 



STANDARD COLOUR FINISH: 
OLIVE DRAB OR BLACK CERACOTE

SIGNATURE REDUCTION: MEETS 
MIL-STD-1474E FOR SIGNATURE REDUCTION.

Introducing Amiga's
Cutting-Edge Australian-
Made Suppressors: A
Fusion of Innovation and
Precision. 

SUPPRESSOR
RANGE
5.56
7.62
.338
.350

CUSTOM COLOUR
FINISH CAN BE
DISCUSSED



Introducing Amiga’s
Australian-Made Metal
3D Printed Suppressors:

The ultimate fusion of advanced engineering
and precision. Utilizing state-of-the-art 3D
printing, our suppressors are meticulously
optimized through advanced Computational
Fluid Dynamics (CFD) and Finite Element
Analysis (FEA) to deliver exceptional
performance. Designed to minimize gas
back pressure, they ensure consistent
cycling and ejection while maintaining
muzzle velocity for peak ballistic
performance. With signature reduction that
meets MIL-STD-1474E standards, impressive
sound reduction of up to 35 dB, and versatile
mounting options, Amiga's suppressors offer
unparalleled reliability, precision, and
tactical efficiency for professionals.
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Series APEX APEX-XL ARCANE

Model APEX-AM9-5.56 APEX-AM9-5.56 ARCANE-M-AM9-7.62

Calibre 5.56 5.56 7.62

Mount
Style Direct Thread 1/2" 28 UNEF Direct Thread 1/2" 28 UNEF Direct Thread 5/8" 24 UNEF

Weight 312 Grams (11oz) 350 Grams (12.4oz) 350 Grams (12.4oz)

Length 182mm (short) 225mm (medium) 225mm (medium)

Diameter 43mm 44mm 44mm

Reduction 29-33 dB 32-35 dB 29-33 dB

Material Inconel718 Inconel718 Inconel718

Series ARGONEX ARGONEX-XL AVALANCHE AVALANCHE-XL

Model ARGONEX-AM9-.338-225 ARGONEX-AM14-.338-334 AVALANCHE-S-AM9-.350-225 AVALANCHE-M-AM14-.350-334

Calibre .338 .338 .350 .350

Mount
Style

Direct Thread 5/8" 24 UNEF
(Other threads available)

Direct Thread 5/8" 24 UNEF
(Other threads available)

Direct Thread 5/8" 24 UNEF
(Other threads available)

Direct Thread 5/8" 24 UNEF (Other
threads available)

Weight 637 Grams (22.5oz) 803 Grams (28.3oz) 637 Grams (22.5oz) 803 Grams (28.3oz)

Length 225mm 334mm 225mm 334mm 

Diameter 50mm 50mm 50mm 50mm

Reduction 26-27 dB 30-35 dB 29 - 30 dB 32-33 dB

Material Inconel718 Inconel718 Inconel718 Inconel718

Testing With  338 Norma With  338 Norma With  350 Legend With  350 Legend

Special

338 Norma 171.8dB
Unsuppressed, APRS/Stiller
Bolt Action, 26" barrel 81 gn

AR2209, 250gn LAPUA Scenar
projectiles, 2950 fps

338 Norma 171.8dB
Unsuppressed, APRS/Stiller
Bolt Action, 26" barrel 81 gn

AR2209, 250gn LAPUA Scenar
projectiles, 2950 fps

350 Legend 163.3dB
Unsuppressed AR15 14" piston,

359 Legend 350 Legend,
Winchester factory 150 gn

supersonic 2225fps

350 Legend 163.3dB Unsuppressed
AR15 14" Piston, 359 Legend 350

Legend, Winchester factory 150 gn
supersonic 2225fps

ARGONEX AND AVALANCHE ARE SPECIAL UNITS. 
ALMOST ANY THREAD CAN BE ACCOMODATED
M18x1 and others as requested.
Made to order. Priced on request.

AMIGA Suppressors

AVALANCHE-XL

ARGONEX-XL

ARCANE

APEX-XL

APEX

AVALANCHE

ARGONEX



The Facts

Manufacturing

Gas Back Pressure Minimization: Designed to minimize gas back pressure

or 'gassing' of the shooter.

Reliability and Consistency: Ensures cycling and ejection reliability and

consistency, maintaining peak performance.

Muzzle Velocity: Maintains muzzle velocity to optimize ballistic

performance.

Rate of Fire Consistency: Ensures consistent rate of fire, critical for rapid

engagements.

Low Point of Impact Changes: Minimizes changes in point of impact,

negating the need for re-zeroing.

Sight Retention: Maintains sight alignment during suppressed firing.

Signature Reduction: Meets MIL-STD-1474E for signature reduction.

Impressive Sound Reduction: Achieves a 29-35 dB reduction in noise

(model dependent)

Versatile Mounting Options: Available in both quick-detach and direct

thread versions for user preference.

Testing Carried Out On: Designed for 5.56 M4 with a 14" NATO barrel and

7.62 DMR with a 15" NATO barrel.

Compact Design: Short units are lightweight and ideal for centerfire

rifles.

Construction Material: Inconel718

Construction: 3D Printed, No weld joints or assembly

Other custom manufacturing items available

Crafted from Inconel718, a high-strength, heat-resistant superalloy, these
suppressors are designed to endure extreme temperatures and the most
demanding conditions. 

Amiga’s metal 3D printed suppressors are trusted by professionals in pest control,
hunting, and beyond. 
Tested and praised by special forces and ex-military personnel, our suppressors
deliver top-tier performance in the field. 

Our fully dense, homogenous parts ensure unmatched strength, making our
suppressors some of the toughest in the world. Utilising the same advanced
technology we apply to critical components for scramjet and rocket engines, our
suppressors exceed industry standards for durability and thermal resistance.

At Amiga Engineering, our metal 3D printed suppressors are manufactured using
state-of-the-art metal powder bed fusion technology, delivering unparalleled
precision and durability. 




